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Test Section 1 – Crafco Pavement Joint Adhesive with joint heater

Jefferson/Waukesha county line to 5400 ft after

0’ to 334’
Joint is sealed
Pictures 1 and 2

834’
And elsewhere – can see some adhesive leaking up through joint
Pictures 3 and 4

2217’ to 2282’
Crack 8” to the right of paving joint is sealed
Pictures 5 and 6

4677’
Crack 8” to the right of paving joint is sealed (~10 ft long)

4777’
Crack 8” to the right of paving joint is sealed (~10 ft long)

5180’ to 5252’
Paving joint is sealed to beginning of overpass

5359’ to 5400’
Paving joint is sealed from end of overpass to end of test section

Test Section 2 – Amoco Oil PG 64-22 asphalt cement

5400 ft after Jefferson/Waukesha county line to 5300 ft after

0’ to 26’
Joint is sealed or adhesive is leaking up

20’ to 314’
Crack 8” to the right of paving joint is sealed

527’ to 827’
Crack 8” to the right of paving joint is sealed

1352’
Crack 8” to the right of paving joint is sealed (~10 ft long)

5263’
Possible paving break joint in left lane
Picture 7

Non-adhesive area

End of Test Section 2 to ---

282’
Adhesive leaking up?  If so, this is not a non-adhesive area
Picture 8

3454’ to 3535’
Paving joint is sealed

4586’ to 4624’
Paving joint is sealed

5320’ to 5388’
Paving joint is sealed (just prior to overpass)

5500’ to 5574’
Paving joint is sealed (just after overpass)

5885’ to 5936’
Crack 8” to the right of paving joint is sealed

6016’
Final Exit 282 sign

Comments on other non-adhesive areas east of STH 67

· There are some areas of longitudinal joint sealing between STH 67 and the end of the project.  There is more crack sealing 8” to the right of paving joint than there is longitudinal joint sealing, though.

· Area of exit 287 – thought I saw adhesive leaking up, but it was just shadows

· From exit 287 to end of paving project, there is a lot of crack sealing 8” to the right of paving joint

