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Estimate Of Quantities Page 13 3

03/19/2020 10:56:29

1000-01-46

ItemLine Item Description Unit Total Qty
0002 Mobilization EACH 1.000619.1000 1.000
0004 Marking Line Epoxy 4-Inch LF 657,801.000646.1020 657,801.000
0006 Marking Line Epoxy 8-Inch LF 19,113.000646.3020 19,113.000
0008 Marking Arrow Epoxy EACH 12.000646.5020 12.000
0010 Marking Word Epoxy EACH 6.000646.5120 6.000
0012 Marking Stop Line Epoxy 18-Inch LF 478.000646.6120 478.000
0014 SPV.0105 Special 01. Traffic Control LS 1.000 1.000



PROJECT NO:  HWY:  COUNTY:  MISCELLANEOUS QUANTITIES SHEET: E
FILE NAME :  N:\PDS\...\030200_mq.pptx PLOT DATE :  June 14, 1911 PLOT BY :  A.R.H. PLOT NAME : PLOT SCALE : 1:1
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1000-01-46 USH 10 Waupaca & Portage

USH 10
Buchholtz Rd to Region Line

LOCATION USH 10

646.1020 
Line 

Epoxy 4‐IN

646.3020 
Line Epoxy

8‐IN

646.5020
Arrow 
Epoxy 

646.5120 
Word
Epoxy 

646.6120 
Stop Line

Epoxy 18‐Inch Comments
Yellow White White Type 2 Type 3 Only White
LF LF LF EACH EACH EACH LF

Portage/Waupaca County Buchholz Rd to Waupaca/Winnebago Co Line 293,885 293,885
Portage County Buchholz Rd 384 40
Portage County Otto Rd 800 40
Portage County Pipeline Rd Jct/CTH T 1,360 90
Portage County Foley Rd 1,625 40
Waupaca County Morgan Rd 1,411 34
Waupaca County CTH Q 1,410 40
Waupaca County Manney CT 750 40
Waupaca County River Dr 1,596 40
Waupaca County Erickson Rd 739 35
Waupaca County Anderson Rd 521
Waupaca County STH 49/STH 54 Interchange 2,950 2,941 721 75
Waupaca County STH 22/Lakeside Pkwy Interchange 3,289 3,289 80
Waupaca County Churchill St Interchange 7,627 7,827 734
Waupaca County STH 22/CTH A Interchange 4,708 6,122 827 46
Waupaca County Driveway 212
Waupaca County Vaughan Rd 445
Waupaca County Harrington Rd 475
Waupaca County Driveway 220
Waupaca County Holiday Rd 596
Waupaca County Reek Rd 227
Waupaca County Driveway 214
Waupaca County Driveway 240
Waupaca County Driveway 295
Waupaca County 110 Interchange 4,715 4,715 75
Waupaca County Pine St/CTH F 3,570 3,570
Waupaca County Fremont Auto Driveway 245
Waupaca County Evanswood Village Shop 240
Waupaca County Little River Rd 466
Waupaca County Evanswood Rd 385
Waupaca County Driveway 280
Waupaca County Driveway 270
Waupaca County CTH U 552
Waupaca County Driveway 220
Waupaca County Driveway 225
Waupaca County Old Hwy 49 428
Waupaca County 49/110 Interchange 3,475 3,475 2 2 2 95 arrows and onlys on STH 49
Waupaca County STH 96/II Intechange 3,879 3,879 72
Waupaca County STH 96/STH 110 Intersection 8 4

SUBTOTALS: 328,098 329,703 19,113 10 2 6 478
TOTALS: 657,801 19,113 12 6 478

Route
619.1000 Mobilization SPV.0105.01 Traffic Control

EACH LS
Whole Project 1 1

DOTJ4D
Line

DOTJ4D
Line

DOTJ4D
Line



Standard Detail Drawing List 
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15C07-15B      PAVEMENT MARKING WORDS 
15C07-15C      PAVEMENT MARKING ARROWS 
15C08-19A      LONGITUDINAL MARKING (MAINLINE)  
15C08-19B      PAVEMENT MARKING (TURN LANES)  
15C08-19C      PAVEMENT MARKING (TURN LANES)  
15C11-07B      CHANNELIZING DEVICES DRUMS, CONES, BARRICADES AND VERTICAL PANELS 
15C12-07       TRAFFIC CONTROL FOR LANE CLOSURE WITH FLAGGING OPERATION 
15C18-04       MEDIAN ISLAND MARKING 
15C19-06B      MOVING PAVEMENT MARKING OPERATION MULTI-LANE UNDIVIDED ROADWAY 
15C19-06C      MOVING PAVEMENT MARKING OPERATION MULTI-LANE DIVIDED ROADWAY 
15C27-03B      PAVEMENT MARKING (ISLANDS)  
15C31-03A      PAVEMENT MARKING (RAMPS AND GORES) 
15C31-03B      PAVEMENT MARKING MAJOR SPLIT FREEWAY TO FREEWAY 
15C31-03C      PAVEMENT MARKING FOR PARALLEL ON-RAMP AND PARALLEL OFF-RAMP 
15C33-04       STOP LINE AND CROSSWALK PAVEMENT MARKING 
15D12-07A      TRAFFIC CONTROL, LANE CLOSURE 
15D38-02A      TEMPORARY TRAFFIC CONTROL SIGN MOUNTING 
15D38-02B      ATTACHMENT OF SIGNS TO POSTS 



DETAILS OF INSTALLATION,  MATERIALS AND WORKMANSHIP NOT SHOWN ON THIS DRAWING
SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE STANDARD SPECIFICATIONS AND
APPLICABLE SPECIAL PROVISIONS.
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DETAILS OF INSTALLATION,  MATERIALS AND WORKMANSHIP NOT SHOWN ON THIS DRAWING
SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE STANDARD SPECIFICATIONS AND
APPLICABLE SPECIAL PROVISIONS.
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DATE

FHWA
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SHOULDER
EDGE OF TRAFFIC LANE

SHOULDER EDGE OF TRAFFIC LANE

CENTER LINE

SHOULDER

SHOULDER

EDGE OF TRAFFIC LANE

CENTER LINE

TWO WAY TRAFFIC ONE WAY TRAFFIC

SHOULDER

SHOULDER

CENTER LINE

SHOULDER

SHOULDER

TWO WAY TRAFFIC ONE WAY TRAFFIC

PERMANENT PAVEMENT MARKING

GENERAL NOTES
DETAILS OF CONSTRUCTION NOT SHOWN ON THIS DRAWING SHALL CONFORM TO STANDARD

SPECIFICATIONS AND SPECIAL PROVISIONS.

3"

4" 

6"
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4'50'
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 NOTE

ARROW SYMBOL (              ) SHOWS DIRECTION OF TRAVEL

TEMPORARY PAVEMENT MARKING
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NOTE: ALWAYS LEFT 
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IN THE DIRECTION 

3"

1

(MAINLINE)

LONGITUDINAL MARKING

1

STATE SIGNING AND MARKING ENGINEER

1

4" EDGE LINE (WHITE)

4" EDGE LINE (WHITE)

(YELLOW)

4" CENTER LINE

4" EDGE LINE (YELLOW)

4" EDGE LINE (WHITE)

4" LANE LINE (WHITE)

(YELLOW)

4" CENTER LINE

50'4'

3"

DIRECTION OF TRAFFIC

OF CENTER LINE IN THE

NOTE: ALWAYS LEFT12 •' 50'

2" MINIMUM 2" MINIMUM

LOCATE THE NO PASSING ZONE W14-3 SIGN WITHIN 50 FEET OF THE "T" MARKING.

/S/ Matthew R. Rauch7/2018



TWO WAY LEFT TURN LANE

SURFACED SHOULDER

EDGE LINE (WHITE)

16'

2

GENERAL NOTES

STREET

CROSS

MINOR

STREET

CROSS

MINOR

DEPARTMENT OF TRANSPORTATION

STATE OF WISCONSIN

66

STREET

CROSS

MAJOR

STREET

CROSS

MAJOR

EDGE LINE (YELLOW)

20'

YELLOW

4" DOUBLE

YELLOW
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(WHITE)

ARROW, TYPE 2
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INTERSECTIONS OR DRIVEWAYS WITH TURNING TRAFFIC.

A SET OF ARROWS IS REQUIRED EVERY 400 FEET OR NEAR1

(TURN LANES)

PAVEMENT MARKING

8" WHITE

2

LANE LINE (WHITE)

1

DIRECTION OF TRAFFIC

20-50' MAX

3

TURN BAY LENGTH OF LESS THAN 48' DOES NOT REQUIRE PAVEMENT ARROWS OR TEXT3



GENERAL NOTES
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8" WHITE

LETTERS

WHITE 

6' GAPS

2' LINE

(TURN LANES)

PAVEMENT MARKING

1 8" WHITE

1
8" WHITE

3'  LINE  9'  GAPS

ONLY

4'  M
IN.

1

ONLY

18"  WHITE

6' GAPS

2' LINE

4" YELLOW

STOPLINE OR PC OF RADIUS

MINIMUM OF 20'   FROM

= LENGTH OF TURN BAYL

L*

L*

20' 8' 8'

ONLY

8'32'

20' 8'

20' 8' 8'

L = 48-87'

L = 88-166'

DIRECTION OF TRAFFIC

L

TURN LANE OPTIONS

REQUIRE PAVEMENT MARKING ARROWS OR WORDS

LENGTH OF TURN BAY (   ) OF 0-47'  DOES NOT 

   PAVEMENT MARKING ARROWS AND WORDS)

* (SEE TURN LANE OPTIONS FOR PLACEMENT OF 

20' TYP.

50' MAX

20' TYP.

50' MAX

DIST. VARIES

VARIES

DIST.

32 - 80'

L = >166'

20'

2

ARROWS AND ONLY MARKING ARE ELIMINATED.

IN THE ADJACENT TURN LANE. FOR TURN LANES WITH A PHYSICAL SEPARATION, THE

QUANTITY AND LOCATION OF TYPE 3 ARROW ARE THE SAME AS THE TYPE II ARROWS 

(TYP.)

TYPE II

ARROW, 

2

(TYP.)

TYPE 3

ARROW, 

(OPTIONAL)

STOPLINE OR PC OF RADIUS

MINIMUM OF 20'   FROM



REFLECTIVE SHEETING SHALL FOLLOW THE REQUIREMENTS IN THE APPROVED PRODUCTS LISTING FOR SIGN SHEETING.

LOCATION OF WARNING LIGHTS WHEN SHOWN ON THE PLAN.

GENERAL NOTES
1

2

24"
MIN.

36"
MIN.

45°

4" 4"

ORANGE

WHITE
1

1

8"-12"

2

VERTICAL PANEL
THE STRIPES SHALL SLOPE DOWNWARD TO
THE TRAFFIC SIDE FOR CHANNELIZATION.

42" CONE
DO NOT USE IN TAPERS
1

2 SPACING OF DRUMS

DRUM

WEIGHTED BASE

FLUORESCENT ORANGE
360° REBOUNDABLE
REFLECTIVE SHEETING

WHITE 360° REBOUNDABLE
REFLECTIVE SHEETING

4"- 6"

4"- 6"

WEIGHTED BASE

FLUORESCENT ORANGE
360° REBOUNDABLE
REFLECTIVE SHEETING

WHITE 360° REBOUNDABLE
REFLECTIVE SHEETING

4"- 6"

4"- 6"

1

1

1

1

42" MIN.
36" MIN.

18"

2

2

2 2

45°

8"MIN.
12" MAX.

36" MIN.

8"MIN.
12" MAX.

60"

6"
6"

24" MIN.

8'

45° 6"
6"

WHITE ORANGE

TYPE II BARRICADE
FOR RAILS LESS THAN 36" LONG, 4" WIDE STRIPES
MAY BE USED. ALL STRIPES SHALL SLOPE DOWNWARD
TO THE TRAFFIC SIDE FOR CHANNELIZATION.

WHITE ORANGE
1 1

1 1

TYPE III BARRICADE
IF SIGN MOUNTED, DO NOT COVER MORE THAN 50% OF THE TOP
TWO RAILS OR 33% OF THE TOTAL AREA OF THE THREE RAILS.

IF USED FOR A PERMANENT APPLICATION USE RED SHEETING.*

*
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WORK AREA

LEGEND
SIGN ON PORTABLE OR
PERMANENT SUPPORT

TEMPORARY PORTABLE RUMBLE
STRIP ARRAY

DIRECTION OF TRAFFIC

WORK AREA

FLAGGER, EQUIPPED WITH STOP/SLOW
PADDLE FASTENED ON SUPPORT STAFF

SIGN AND TEMPORARY RUMBLE
STRIP ARRAY SPACING TABLE

TRAFFIC CONTROL FOR LANE CLOSURE WITH FLAGGING OPERATION

STOP/SLOW PADDLE
ON SUPPORT STAFF

SPEED LIMIT SPACING "A"

25-30 MPH 200'

35-40 MPH 350'

45-55 MPH 500'

WORK
ROAD

AHEAD
W

20-1A

STRIPS
RUMBLE

AHEAD
W

21-65 AHEAD
ONE LANE

ROAD

W
20-4A

W
20-7A

BE
PREPARED
TO STOP

WO3-4

END
ROAD  WORK

G20-2A

WORK
ROAD

AHEAD

W
20-1A

STRIPS
RUMBLE

AHEAD
W

21-65AHEAD

ONE LANE
ROAD

W
20-4A

W
20-7A

USE OF WO3-4 SIGN IS OPTIONAL. WHEN USED,
THIS SIGN SHALL BE LOCATED BETWEEN THE
W20-7A AND W20-4A SIGNS, USING SPACING "A".

5' MIN.

GENERAL NOTES
DETAILS OF TRAFFIC CONTROL DEVICES AND INSTALLATION NOT SHOWN ON THIS DRAWING SHALL CONFORM TO THE
PERTINENT REQUIREMENTS OF THE STANDARD SPECIFICATIONS, THE SPECIAL PROVISIONS, AND THE MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES.

ALL SIGNS ARE 48" X 48" UNLESS OTHERWISE NOTED.

"WO" SIGNS ARE THE SAME AS "W" SIGNS EXCEPT THE BACKGROUND IS ORANGE.

THE EXACT NUMBER, LOCATION AND SPACING OF ALL SIGNS, DEVICES, AND LOCATION OF ALL FLAGGERS SHALL BE
ADJUSTED TO FIT FIELD CONDITIONS AS APPROVED BY THE ENGINEER.

THE FIRST ADVANCE WARNING SIGN SHOULD TYPICALLY BE LOCATED IN ADVANCE OF THE ANTICIPATED TRAFFIC BACKUP
OR QUEUE.

WHEN A SIDE ROAD OR RAMP INTERSECTS THE FACILITY ON WHICH THE WORK IS BEING PERFORMED, ADDITIONAL
TRAFFIC CONTROLS SHALL BE PROVIDED AS SPECIFIED IN THE PLANS AND/OR THE SPECIAL PROVISIONS OR AS APPROVED
BY THE ENGINEER.

END
ROAD  WORK

G20-2A

FLAGGING
FLAGGERS SHALL BE IN SIGHT OF EACH OTHER OR IN DIRECT COMMUNICATION AT ALL TIMES. THEY SHALL BE EQUIPPED WITH
STOP/SLOW PADDLES FASTENED ON SUPPORT STAFFS. WHEN THE FLAGGING OPERATION IS NOT IN EFFECT REMOVE TEMPORARY
PORTABLE RUMBLE STRIPS PRIOR TO COVERING OR REMOVING ALL ADVANCE SIGNING.

FOR MOVING WORK OPERATIONS, POST ADDITIONAL W20-7A FLAGGER SIGNS AT APPROXIMATELY 3,500' INTERVALS IN THE MOVING
WORK OPERATION OR AS APPROVED BY THE ENGINEER.

SIGN NOT REQUIRED IF FLAGGING OPERATION OCCURS WITHIN A SIGNED ROAD WORK ZONE AREA.

WHEN THE DISTANCE BETWEEN FLAGGERS EXCEEDS 2 MILES, A PILOT CAR IS REQUIRED. WHEN CURVES REDUCE SIGHT DISTANCE
BELOW 400', A PILOT CAR IS REQUIRED.

UTILIZE TEMPORARY PORTABLE RUMBLE STRIPS ON ALL FLAGGING OPERATIONS.

EACH TEMPORARY PORTABLE RUMBLE STRIP ARRAY CONSISTS OF THREE RUMBLE STRIPS SPACED ACCORDING TO MANUFACTURER'S
RECOMMENDATION, PLACED TRANSVERSE ACROSS THE LANE AT LOCATIONS SHOWN.

ONLY USE TEMPORARY PORTABLE RUMBLE STRIPS FOR THE APPROVED PRODUCTS LIST.

INSTALL TEMPORARY RUMBLE STRIPS PER MANUFACTURER'S RECOMMENDATIONS.

PLACE ADVANCE SIGNING PRIOR TO INSTALLING TEMPORARY RUMBLE STRIPS.

DO NOT INSTALL TEMPORARY PORTABLE RUMBLE STRIPS ON GRAVEL, MILLED SURFACES, OR ASPHALT THAT HAS BEEN PAVED LESS
THAN 12 HOURS.

TEMPORARY PORTABLE RUMBLE STRIPS

VARIABLE DISTANCE

VARIABLE DISTANCE

1

2

3

3

3

A A A A 200' - 300' (TYP.)
1

A A A A
1

200' - 300' (TYP.)

A / 2

A / 2

2

2

2

2
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GENERAL NOTE

AT WIDEST POINT.

DIAGONALS ARE OPTIONAL WHEN PAINTED ISLAND IS LESS THAN 6 FEET

3’ MINIMUM

12" DIAGONAL

45°

25’ TYPICAL, C-C

4" WHITE EDGELINE

4" DOUBLE YELLOW

4" DOUBLE YELLOW

4" DOUBLE YELLOW

4" YELLOW EDGELINE

5’

MEDIAN

MEDIAN ISLAND DETAIL

NON APPROACH MARKINGS

APPROACH MARKINGS FOR OTHER MEDIAN TYPES

4" YELLOW

SPACE

6" 

500’

4"  YELLOW

4" YELLOW

*

*
50 FEET THE SPACING IS 10 FEET.

WHEN THE PAINTED MEDIAN LENGTH IS LESS THAN
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GENERAL NOTES

1

SHOULDER

SHOULDER

V1

ALL VEHICLES SHALL BE EQUIPPED WITH TWO 360 DEGREE HIGH INTENSITY YELLOW FLASHING LIGHTS OR STROBE LIGHTS
AND OPERATED WITH HEADLIGHTS TURNED ON.

ALL VEHICLES SHALL BE EQUIPPED WITH REAR FACING TYPE  B OR C FLASHING ARROW PANEL. SIGNS PLACED ON VEHICLES
MUST NOT OBSCURE THE ARROW PANEL.

ALL SIGNS ARE 48" X 48" UNLESS OTHERWISE SPECIFIED.

DISTANCE BETWEEN VEHICLES MAY VARY ACCORDING TO TERRAIN, SIGHT DISTANCE, PAINT DRYING TIME, AND OTHER FACTORS.
WHENEVER ADEQUATE STOPPING SIGHT DISTANCE EXISTS TO THE REAR, SHADOW VEHICLES SHOULD MAINTAIN THE MINIMUM
DISTANCE FROM THE WORK VEHICLE AND PROCEED AT THE  SAME SPEED AS THE WORK VEHICLE. SHADOW VEHICLES SHOULD
SLOW  DOWN IN ADVANCE OF VERTICAL AND HORIZONTAL CURVES THAT RESTRICT SIGHT DISTANCE.

WHEN WORK ACTIVITY BLOCKS THE LEFT LANE, REVERSE TRAFFIC CONTROL.

WHEN A RAMP INTERSECTS THE FACILITY ON WHICH THE WORK IS BEING PERFORMED, PROVIDE ADDITIONAL TRAFFIC CONTROLS
AS SPECIFIED IN THE CONTRACT OR AS APPROVED BY THE ENGINEER.

WHEN NO WORK ACTIVITY IS TAKING PLACE, REMOVE OR LAY STATIONARY SIGNS AND SUPPORTS FLAT ON THE GRADE WITH
UPRIGHTS ORIENTED PARALLEL TO AND DOWNSTREAM FROM TRAFFIC.

CONES SHOULD BE USED BETWEEN THE MARKING AND SHADOW VEHICLES AT 100 FOOT SPACING. CONES MAY BE OMITTED
ON PAINTED LINE IF APPROVED BY THE ENGINEER. CONSIDER PAVEMENT MARKING DRY OR CURE TIMES AND TRAFFIC VOLUME.

CONES SHALL HAVE A MINIMUM HEIGHT OF 18" FOR WET PAVEMENT MARKINGS.

SIGNS SHALL BE REPEATED APPROXIMATELY EVERY THREE MILES.

IF CONSTRUCTION WORK ZONE SIGNS ARE IN PLACE, W20-1A OR W21-63 ARE NOT REQUIRED.

LEGEND

2

LEAD VEHICLE

MARKING VEHICLE

SHADOW VEHICLE

TRUCK MOUNTED ATTENUATOR (TMA)

SIGN ON TEMPORARY SUPPORT

DIRECTION OF TRAFFIC

FLASHING ARROW PANEL (MERGE)

FLASHING ARROW PANEL (CAUTION)

V1
V2
V3

WORK
ROAD

AHEAD
CONVOY

PAINT

AHEAD
WET

PAINT

W21
-66

W21
-63

W20
-1A

OR

CONVOY
PAINT

AHEAD
WET

PAINT

W21
-66

W21
-63

WORK
ROAD

AHEAD
W20

-1A

V2 V3

(REAR FACING)
(REAR FACING)

WET   PAINT

WET   PAINT

W21-64

W21-64
OR

WET   PAINT

WET   PAINT

W21-64
OR

(FRONT FACING)

W21-64

WET   PAINT

WET   PAINT

W21-64
OR

(FRONT FACING)

W21-64

1

2 2

2 2

1

(OPTIONAL)

500'

500'

OR

MOVING PAVEMENT MARKING OPERATIONS
MULTILANE UNDIVIDED  ROADWAY

OR OR

WET   PAINT

WET   PAINT

W21-64

W21-64
OR

 DISTANCE TO PROVIDE TRACK - FREE LINE

1

1

6 6

S
D

D
S

D
D

15C
19 - 06b

15
C

19
 - 

06
b

STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

APPROVED

DATE WORK ZONE ENGINEER

/S/

FHWA

MOVING PAVEMENT MARKING
OPERATION MULTI-LANE

UNDIVIDED ROADWAY

November 2019 Andrew Heidtke



GENERAL NOTES

1

SHOULDER

SHOULDER

V1

LEGEND

2

MARKING VEHICLE

SHADOW VEHICLE

TRAIL VEHICLE

TRUCK MOUNTED ATTENUATOR (TMA)

SIGN ON TEMPORARY SUPPORT

DIRECTION OF TRAFFIC

FLASHING ARROW PANEL (MERGE)

FLASHING ARROW PANEL (CAUTION)

V1
V2
V3

WORK
ROAD

AHEAD
CONVOY

PAINT

AHEAD
W21

-63

W20
-1A

OR

CONVOY
PAINT

AHEAD
WET

PAINT

W21
-66

W21
-63

WORK
ROAD

AHEAD
W20

-1A

V2

V3

(REAR FACING)
(REAR FACING)

WET   PAINT

WET   PAINT

W21-64

W21-64

(CENTERLINE)
OR

(REAR FACING)

WET   PAINT

WET   PAINT

W21-64

W21-64

(CENTERLINE)
OR

1

2 2

2

500'

AHEAD

LEFT LANE
CLOSED OR

MOVING PAVEMENT MARKING OPERATIONS
MULTILANE DIVIDED  ROADWAY

ALL VEHICLES SHALL BE EQUIPPED WITH TWO 360 DEGREE HIGH INTENSITY YELLOW FLASHING LIGHTS OR STROBE LIGHTS
AND OPERATED WITH HEADLIGHTS TURNED ON.

ALL VEHICLES SHALL BE EQUIPPED WITH REAR FACING TYPE B OR C FLASHING ARROW PANEL. SIGNS PLACED ON VEHICLES
MUST NOT OBSCURE THE ARROW PANEL.

ALL SIGNS ARE 48" X 48" UNLESS OTHERWISE SPECIFIED.

DISTANCE BETWEEN VEHICLES MAY VARY ACCORDING TO TERRAIN, SIGHT DISTANCE, PAINT DRYING TIME, AND OTHER FACTORS.
WHENEVER ADEQUATE STOPPING SIGHT DISTANCE EXISTS TO THE REAR, SHADOW VEHICLES SHOULD MAINTAIN THE MINIMUM
DISTANCE FROM THE WORK VEHICLE AND PROCEED AT THE  SAME SPEED AS THE WORK VEHICLE. SHADOW VEHICLES SHOULD
SLOW DOWN IN ADVANCE OF VERTICAL AND HORIZONTAL CURVES THAT RESTRICT SIGHT DISTANCE.

WHEN WORK ACTIVITY BLOCKS THE LEFT LANE, REVERSE TRAFFIC CONTROL.

WHEN A RAMP INTERSECTS THE FACILITY ON WHICH THE WORK IS BEING PERFORMED, PROVIDE ADDITIONAL TRAFFIC CONTROLS
AS SPECIFIED IN THE CONTRACT OR AS APPROVED BY THE ENGINEER.

USE AN ATTENUATOR ON THE REARMOST VEHICLE THAT BLOCKS ALL OR PART OF THE TRAFFIC LANE.

IF THE SHOULDER IS TOO NARROW TO ACCOMMODATE THE LAST TRAILING VEHICLE, THE VEHICLE SHOULD STRADDLE THE
EDGE LINE.

WHEN NO WORK ACTIVITY IS TAKING PLACE, REMOVE OR LAY STATIONARY SIGNS AND SUPPORTS FLAT ON THE GRADE WITH
UPRIGHTS ORIENTED PARALLEL TO AND DOWNSTREAM FROM TRAFFIC

CONES SHOULD BE USED BETWEEN THE MARKING AND SHADOW VEHICLE AT 100 FOOT SPACING. CONES MAY BE OMITTED ON
PAINTED LINE IF APPROVED BY THE ENGINEER. CONSIDER PAVEMENT MARKING DRY OR CURE TIMES AND TRAFFIC VOLUME.

CONES SHALL BE A MINIMUM HEIGHT OF 18" FOR WET PAVEMENT MARKINGS

SIGNS SHALL BE REPEATED APPROXIMATELY EVERY THREE MILES AND AFTER EVERY ON RAMP.

IF CONSTRUCTION WORK ZONE SIGNS ARE IN PLACE, W20-1A OR W21-63 ARE NOT REQUIRED.

AHEAD

RIGHT LANE
CLOSED

AHEAD

CENTER LANE
CLOSED OROR

2

1

MEDIAN

(EDGELINE)(EDGELINE)

BACK OF GORE

MAINLINE WORK ZONE 

CONVOY
PAINT

AHEAD

W21
-63

WORK
ROAD

AHEAD
W20

-1A

OR

500' ±

OR

DISTANCE TO PROVIDE

TRACK-FREE LINE

W20
-55

A

W20
-56

A

W20
-5A

1
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APPROVED

DATE WORK ZONE ENGINEER

/S/

FHWA

MOVING PAVEMENT MARKING
OPERATION MULTI-LANE

DIVIDED ROADWAY

November 2019 Andrew Heidtke



MEDIAN ISLAND WITH SLOPED NOSE

MEDIAN ISLAND WITH SQUARE BLUNT NOSE

MEDIAN ISLAND WITH ROUND BLUNT NOSE

WHEN CONCRETE CORRUGATED MEDIAN IS CONSTRUCTED TO SEPARATE
TRAFFIC OPERATING IN THE OPPOSING DIRECTION, YELLOW PAVEMENT
MARKING SHALL BE APPLIED TO THE FLAT PORTION OF THE CONCRETE
CORRUGATED MEDIAN. THE ITEM OF PAVEMENT MARKING, CONCRETE
CORRUGATED MEDIAN, WILL BE MEASURED IN PLACE AND ACCEPTED IN
ACCORDANCE WITH THE CONTRACT AND PAID FOR AT THE CONTRACT UNIT
PRICE PER SQUARE FOOT.

GENERAL NOTES

1

ISLAND NOSE MARKING

CURB MARKING

CORRUGATED MEDIAN MARKING

DIRECTION OF TRAVEL

TYPICAL PLACEMENT OF
PAVEMENT MARKING ON MEDIAN ISLANDS

1

PAVEMENT MARKING,
CURB (YELLOW)
(TO 5' BEYOND RADIUS P.C.)

PAVEMENT MARKING,
CURB (YELLOW)
(TO 5' BEYOND RADIUS P.C.)

5'

5'

5'

5'

PAVEMENT MARKING,
ISLAND NOSE, (YELLOW)

PAVEMENT MARKING,
ISLAND NOSE, (YELLOW)

CORRUGATION IF PRESENT

CORRUGATED MEDIAN
MARKING, (YELLOW)
(TYPICAL)

6 6
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STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

APPROVED

DATE STATE SIGNING AND MARKING
ENGINEER

/S/

FHWA

PAVEMENT MARKINGS
(ISLANDS)

7/2018 Matthew R. Rauch
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25’

SHOULDER

EXIT RAMP

45°

50’

DEPARTMENT OF TRANSPORTATION

STATE OF WISCONSIN
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(RAMPS AND GORES)

PAVEMENT MARKING
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OFF-RAMP

25’

50’

SERVICE INTERCHANGE PAVEMENT MARKING FOR PARALLEL EXIT-RAMP

50’

50’

PAVEMENT MARKING FOR EXIT RAMP

24" WHITE

8" WHITE

4" YELLOW CENTERLINE

4" WHITE LANE LINE

4" WHITE EDGELINE

3
’  

M
IN
.

24" WHITE

8" WHITE

8" WHITE  ( 3’  LINE,  9’  GAP )

GENERAL NOTES

PLACE GROOVE 3 INCHES LEFT OF JOINT.

LEGEND

DIRECTION OF TRAVEL

4" WHITE (3’  LINE,  9’  GAP)

EXIT

SIGN ON PERMANENT SUPPORT

E5-1

EXIT

E5-1



12’

12’

12’

12’
12.5’ 37.5’

EDGE MARKING, SOLID 4" YELLOW ON LEFT SIDE

25’

TYP.

45°

45°

50’

50’

LANE MARKING, 4" WHITE

WHICHEVER IS FARTHER

TO ADVANCE OVERHEAD SIGN,

DOT PATTERN � MILE LENGTH OR 

SOLID 4" WHITE ON RIGHT SIDE

DEPARTMENT OF TRANSPORTATION

STATE OF WISCONSIN

66

S
.
D
.
D
.
 
1
5
 

C
 

3
1
-
3

bS
.
D
.
D
.
 
1
5
 

C
 

3
1
-
3

b

FREEWAY TO FREEWAY

MAJOR SPLIT

PAVEMENT MARKING

24" WHITE

8" WHITE  ( 3’  LINE,  9’  GAP )

8" WHITE

GENERAL NOTES

PLACE GROOVE 3 INCHES LEFT OF JOINT.

LEGEND

DIRECTION OF TRAVEL

WET REFLECTIVE

EXIT

E5-1

SIGN ON PERMANENT SUPPORT
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50’

50
’

ON-R
AMP

12’ MIN
.

SERVICE INTERCHANGE PAVEMENT MARKING FOR PARALLEL ENTRANCE-RAMP

� LENGTH OF FULL WIDTH ACCELERATION LANE.

DEPARTMENT OF TRANSPORTATION

STATE OF WISCONSIN

APPROVED

DATE

FHWA

PARALLEL OFF-RAMP

PARALLEL ON-RAMP AND

PAVEMENT MARKING FOR

50’

12’ 
MIN
.

50’

STATE SIGNING AND MARKING ENGINEER

1

1

GENERAL NOTES

PAVEMENT MARKING FOR ENTRANCE RAMP

PLACE GROOVE 3 INCHES LEFT OF JOINT.

LEGEND

DIRECTION OF TRAVEL

8" WHITE

8"  ( 3’  LINE,  9’  GAP )

8" WHITE

4" YELLOW CENTERLINE

4" WHITE LANE LINE

Sept., 2017 /S/ Matthew R. Rauch

GORE

PHYSICAL

GORE

PHYSICAL



STOP SIGN SHALL BE PLACED A MINIMUM OF 6 FEET TO A MAXIMUM OF  50 FEET FROM THE EDGELINE LOCATION.

18-INCH STOP LINES MAY BE DELETED OR ADDED BY THE REGION MARKING ENGINEER BASED ON VISIBILITY AND SIGHT LINES.

NO STOP LINE IS REQUIRED IF STOP SIGN IS LESS THAN OR EQUAL TO 40 FEET FROM THE EDGELINE.

NO STOP LINE IS REQUIRED IF STOP SIGN IS LESS THAN OR EQUAL TO 30 FEET  FROM THE FLANGELINE EXTENSION.

MOVE CLOSER TO THE EDGE OF TRAVEL LINE AS NEEDED FOR VISIBILITY AND SIGHT LINES (NO CLOSER THAN 4 FEET).

LADDER BAR CROSSWALKS SHOULD ONLY BE USED FOR MID BLOCK CROSSINGS. USE  2 - 6" TRANSVERSE LINES INSTEAD.

1

2

3

GENERAL NOTES

STOP
R1-1

STOP
R1-1

STOP
R1-1

CURB AND
GUTTER

CURB AND
GUTTER

CURB AND
GUTTER

4' MIN.

CROSSWALK
MARKING

6' MIN

2' WHITE

6' MIN.

2' GAP

1

TYPICAL STOP LINE PAVEMENT MARKING FOR
SIDEROADS WITH CROSSWALK MARKING

TYPICAL STOP LINE PAVEMENT MARKING
WITHOUT CURB AND GUTTER

1 4
TYPICAL PAVEMENT MARKING
FOR MID-BLOCK CROSSWALK

12' TYPICAL

EDGELINE

2

4

12' TYPICAL

EDGELINE

1 4 1 4 3

8" CHANNELIZATION WHITE

FLANGELINE (EXTENSION)

4' TYPICAL

EDGE OF
FLANGE

2

TYPICAL STOP LINE PAVEMENT MARKING
WITH CURB AND GUTTER

TYPICAL STOP LINE PAVEMENT MARKING
FOR  SIDEROADS WITH RIGHT TURN LANE

STOP
R1-1

1'

EDGELINE

5

5

5

6 6
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STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

APPROVED

DATE STATE SIGNING AND MARKING
ENGINEER

/S/

FHWA

STOP LINE AND CROSSWALK
PAVEMENT MARKING

November 2019 Matthew Rauch



WORK AREA

REMOVING PAVEMENT MARKING

DIRECTION OF TRAFFIC

SIGN ON PERMANENT SUPPORT

TRAFFIC CONTROL DRUM

TYPE "A" WARNING LIGHT (FLASHING)

WORK AREA

X X X

TRAFFIC CONTROL DRUM WITH TYPE "C"  STEADY BURN LIGHT

THE EXACT NUMBER, LOCATION, AND SPACING OF ALL SIGNS AND DEVICES SHALL BE ADJUSTED
TO FIT FIELD CONDITIONS AS APPROVED BY THE ENGINEER.

THE SPACING BETWEEN SIGNS SHOULD BE ADJUSTED TO NOT CONFLICT WITH AND TO PROVIDE A
MINIMUM OF 200 FEET (500 FEET DESIRABLE) CLEARANCE TO EXISTING  SIGNS.

THIS LANE CLOSURE IS TYPICAL FOR CLOSING RIGHT LANE - REVERSE FOR CLOSING LEFT LANE.

ALL SIGNS ARE 48" x 48" UNLESS OTHERWISE NOTED.

"WO" IS THE SAME AS "W" EXCEPT THE BACKGROUND IS ORANGE.

ANY SIGNS TEMPORARY OR EXISTING, WHICH CONFLICT WITH TRAFFIC CONTROL "IN USE" SHALL
BE REMOVED OR COVERED AS NEEDED OR AS APPROVED BY THE ENGINEER.

FOR A LANE CLOSURE THAT IS IN PLACE LESS THAN 7 CONTINUOUS DAYS AND NIGHTS, THE  ADVANCED
WARNING SIGNS MAY BE MOUNTED ON PORTABLE SUPPORTS.

REMOVE PAVEMENT MARKINGS IF LANE CLOSURE IS TO BE IN PLACE 4 OR MORE CONTINUOUS DAYS
AND NIGHTS.

IF THE HORIZONTAL ALIGNMENT IS SUCH THAT A CURVE MAY REQUIRE ADDITIONAL  DELINEATION, THE
DEVICE SPACING MAY BE DECREASED TO 50 FEET.

WARNING LIGHTS ARE NOT REQUIRED IF THE LANE CLOSURE IS A DAYTIME ONLY OPERATION.

ADJUSTMENTS IN BUFFER SPACE NEED TO BE INCORPORATED WHEN THE LANE CLOSURE  OCCURS

NEAR AN INTERCHANGE EXIT OR ENTRANCE RAMP OR INTERSECTION. THE LANE CLOSURE MUST TAKE
PLACE FAR ENOUGH IN ADVANCE OF AN EXIT OR ENTRANCE RAMP TO STILL ALLOW FOR ADEQUATE
BUFFER SPACE. THE MINIMUM LENGTH OF THE BUFFER SPACE BEFORE AN EXIT RAMP SHOULD BE
ONE HALF THE LENGTH OF THE TRANSITION AREA. THE  ENTRANCE RAMP SHOULD BE FOLLOWED BY
THE ORIGINAL BUFFER SPACE LENGTH OF  800 FEET DESIRABLE PRIOR TO ANOTHER TRAFFIC CONTROL
 CHANGE SUCH AS A CROSSOVER MANEUVER.

CONSIDER ROADWAY GEOMETRICS WHEN LOCATING SIGNS AND ARROW BOARD SO THE  DRIVER HAS
A CLEAR VIEW OF THE ARROW BOARD AND LANE CLOSURE DRUMS.

WORK
ROAD

MILE
W

20-1F1 1/2 MILE

RIGHT LANE
CLOSED

W
20-5G

W
O4-2R

LEGENDGENERAL NOTES

50 MPH - 600'
55 MPH - 660'
60 MPH - 720'
65 MPH - 780'
70 MPH - 840'

X    X    X    X    X    X    X    X    X    X    X    X    X    X   X    X    X    X    X    X    X   X

TYPE III BARRICADE WITH ATTACHED SIGN

FLASHING ARROW BOARD

50' TYP.
L / 2 500'

L, TAPER500'

1000'1600'2600'

ADVANCED WARNING AREA TRANSITION AREA

500' MIN. -  800' DESIRABLE

BUFFER SPACE

100' TYP. 100'

TEMPORARY PAVEMENT MARKING,
4 INCH EDGELINE (WHITE ON RIGHT,
YELLOW ON LEFT).

TYPE III BARRICADE

CLOSED
LANE

R11-2L
48" X 30"

50' TYP.

SPACED EVERY 14 MILE

25'

5 DRUMS SPACED @ 10' INTERVALS AS
NEEDED IN FRONT OF ARROW BOARD

END
ROAD  WORK

G20-2A
48"X24"

6 6

S
D

D
S

D
D

15D
12 - 07a

15
D

12
 - 

07
a

STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

APPROVED

DATE WORK ZONE ENGINEER

/S/

FHWA

TRAFFIC CONTROL
LANE CLOSURE

Novermber 2018 Andrew Heidtke



DEPARTMENT OF TRANSPORTATION

STATE OF WISCONSIN

66

          

(SQ.  FT.)

INSTALLATION

AREA OF SIGN

(MIN)

D

20 OR LESS

GREATER THAN 20

4’

5’

LOCATION

WHITE EDGELINE

GENERAL NOTES

URBAN AREA
RURAL AREA

D

D

E E

L

 

L

E E

D

D

L

 

D

D

D

E E

OF TRAFFIC

DIRECTION

SQUARE UPPER SECTION

2" STEEL TUBULAR

TELESCOPE PIECES

FLUSH AT TOP

ANCHOR BOLT AND NUT

�" ZINC PLATED CORNER 

ALL FOUR SIDES

SPACED 1" C-C

ALL HOLES �"

A
SECTION A-A

SIGN

2�" SQUARE X 36"

ANCHOR BOLT AND NUT

�" ZINC PLATED 

1"
1"

1

2

3

9 OR LESS

(SQ. FT.)

INSTALLATION

AREA OF SIGN

TO 18

LESS THAN OR EQUAL 

GREATER THAN 9

TO 27

LESS THAN OR EQUAL 

GREATER THAN 18

BE MOUNTED ON MULTIPLE POSTS (SEE ABOVE TABLE). 

SIGNS WIDER THAN 3 FEET OR LARGER THAN 9 SQ. FT. SHALL

36"

18’

12"

FLOWLINE

CURB

STEEL SIGN POST

DETAIL OF TUBULAR

BOLT AND NUT

CORNER ANCHOR

�" ZINC PLATED

LOCATION

WHITE EDGELINE

5’  MIN.

5’  MIN.

7’  MIN.

2’  MIN.

4’  MAX.

1

2

WOOD POST

EMBEDMENT DEPTH

STEEL POSTS

REQUIRED TUBULAR

NUMBER OF

ON TUBULAR STEEL POSTS.

SIGNS LARGER THAN 27 SQ. FT.  SHALL NOT BE MOUNTED

1

2

1

2

2�" SQUARE X 18"

L E

60" TO 120" L/5

12"
LESS THAN 168"

GREATER THAN 120"

12"168" AND GREATER

1

2

3

4

SEE NOTE  3

REQUIRED

WOOD POSTS

NUMBER OFPOST SPACING REQUIREMENTS

MODIFICATION

4"x6" WOOD POST

14"

D

6"

HOLES

BREAKAWAY

SIGN PANEL

BOTTOM OF

POSTC
L

4"

S
.
D
.
D
.
 
1
5
 

D
 

3
8
-
2
a

S
.
D
.
D
.
 
1
5
 

D
 

3
8
-
2
a

-

12" 2LESS THAN 60"

LESS THAN 20 SQ. FT.

48" OR LESS AND

4" X 6" WOOD POST

POST MOUNTING DETAIL FOR TEMPORARY TRAFFIC CONTROL FIXED MESSAGE SIGNS

TUBULAR STEEL POSTS

1�" DIAMETER HOLES

1�" DIAMETER HOLES

1�" DIAMETER HOLES

1�" DIAMETER

OF TRAFFIC

DIRECTION

3  FOR SIGNS REQUIRING 4 POSTS,  SPACE INTERMEDIATE POSTS EVENLY.

OF SIGNS IS MEASURED FROM THE CURB FLOWLINE.

VERTICAL CLEARANCE MAY BE REDUCED TO 5 FOOT MINIMUM.  OFFSET

FROM THE TOP OF THE CURB.  IF NO SIDEWALK AND NO PARKING,

THE ABSENCE OF SIDEWALK, VERTICAL CLEARANCE IS MEASURED

ADJACENT TO THE ROADWAY OR PARKING IS PERMITTED.   IN

HEIGHT IS TYPICALLY MEASURED WHERE THERE IS SIDEWALK

MANDATE THE VERTICAL CLEARANCE ILLUSTRATED.  THAT

THE EXISTENCE OF CURB AND GUTTER DOES NOT IN ITSELF

6 FEET FROM THE EDGE OF PAVEMENT (EDGE LINE LOCATION)  UNLESS

BE ADJUSTED TO AVOID THE DITCH FLOWLINE.

OTHERWISE DIRECTED BY THE PROJECT ENGINEER.  LATERAL OFFSET SHOULD

SIGN MOUNTING

TEMPORARY TRAFFIC CONTROL
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TO POSTS

ATTACHMENT OF SIGNS 

 ABOVE THE TOP OF THE POST

SIGN SHALL BE MOUNTED TO PROJECT

WOOD POSTS (4" x 4" or 4" x 6")

LAG SCREWS  -

MACHINE BOLTS -

�" X 3"

MACHINE BOLTS  -

SQUARE STEEL POSTS (2" x 2")

�" (6605-9-6) BULB-TITE, TRI-FOLD, ALUMINUM BODY/MANDREL

O.D. FLANGE .720-.765 INCH, GRIP RANGE .042-.375 INCH

RIVETS -

WASHERS (ALL POSTS) -

1-1/4" O.D. X �" I.D. X �" STEEL

*

WASHER

STEEL

WASHER

STEEL

*

*

WASHER

NYLON

WASHER

STEEL

FACE

SIGN

1"+ 1/2"
-

WASHER PLACEMENT WHEN SIGN

HAS OTHER THAN TYPE H OR

TYPE F FACE

A.

B.

DESIGNATION: A 153,  CLASS D,  OR SC 3

HOT DIP GALVANIZED IN ACCORDANCE WITH ASTM

DESIGNATION: B 633,  TYPE III,  SC 3

ELECTRO-GALVANIZED IN ACCORDANCE WITH ASTM

COATING TO PERMIT THE NUTS TO RUN FREELY ON THE BOLTS.

SUFFICIENT ALLOWANCE FOR THE CADMIUM PLATE OR GALVANIZED

THREADS ON BOLTS AND NUTS SHALL BE MANUFACTURED WITH

�" X 6-1/2"  OR 7" LENGTH W/ NUTS

�" X 3-1/4"  LENGTH W/ NUTS

1-1/4" O.D. X �" I.D. X .080 NYLON FOR ALL TYPE H SIGNS

SHALL HAVE HEXAGONAL HEADS AND SHALL BE EITHER:

NUTS, BOLTS AND LAGS USED FOR MOUNTING SIGNS

9 SQ.  FT.  REQUIRE THE USE OF 3 FASTENERS.

FOR A SINGLE POST INSTALLATION,  ALL SIGNS GREATER THAN

OF FASTENERS PER SIGN VARIES WITH THE SIGN AREA.

ONE OR THE OTHER SYSTEM SHALL BE USED.  ACTUAL NUMBER

ILLUSTRATION PURPOSES.  ON ANY INDIVIDUAL SIGN,  EITHER

TWO DIFFERENT FASTENING SYSTEMS ARE SHOWN FOR

June 2017 /S/ Andrew Heidtke

WORK ZONE ENGINEER



Notes



Wisconsin Department of Transportation
Dedicated people creating transportation solutions 
through innovation and exceptional service.
http://www.dot.wisconsin.gov
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