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A  Description
This special provision describes providing, maintaining, and removing a modular paddle glare guard system on concrete barrier temporary precast at locations the plans show.
B  Materials
Glare guard units shall be modular units consisting of vertical blades, bases, and a horizontal base rail. The paddle devices shall be a minimum of 24-inches in height and be constructed of durable, impact resistant, non-warping flexible materials.
Units shall be modular in design to provide for portability, quick repair and easy installation. The cumulative nominal length of the modular units shall equal the length of the temporary barrier on which they are installed so that the joint between the barrier sections shall not be spanned by any one unit. Units shall not alter the design of the concrete barrier.
The relative connection strengths between various components of the assembly shall be designed to minimize the potential impact and debris hazard to approaching traffic and to simplify repairs. The modular units shall be fabricated in a manner to allow replacement of individual blades while the modular unit remains in place.
The blade, base and rail shall be made of high impact materials with sufficient strength to withstand three impacts from a horizontal steel bar traveling at 40 mph and impacting at mid-height of the blade. After three impacts, there shall be no evidence of cracking, splitting, delaminating or separation from the system.
The paddle glare guard provided shall be a material manufactured by Safe-Hit Corporation, 70 W Madison Street, Suite 2350, Chicago IL 60602; Carsonite International, 19845 U.S. Highway 76, Newberry, SC 29108; Flexstake Incorporated, 2150 Andrea Lane, Fort Myers, Florida, 33912; or equal.
C  Construction
Attachment of the base rail to the top of the concrete barrier temporary precast shall be by means of a mechanical or adhesive system with a minimum pullout and shear of 3000 psi. All mounting hardware shall be as specified by the manufacturer.
D  Measurement
The department will measure Glare Screens Temporary by the linear foot of paddle glare guard acceptably completed.
E  Payment
The department will pay for measured quantities at the contract unit price under the following bid item:
ITEM NUMBER	DESCRIPTION	UNIT
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Payment is full compensation for furnishing, installing, maintaining and removing the Glare Screens Temporary.
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