Use one of these paragraphs to protect bridge piers or roadside hazards in general (consisting of parapets, piers, and other hazards).


Use one of these paragraphs to protect bridge piers or roadside hazards in general (consisting of parapets, piers, and other hazards).
Traffic
Protection of Bridge Pier Columns
Bridge pier columns are to remain protected at all times throughout construction. Removal of existing guardrail shall be done concurrently with the placement of the temporary concrete barrier so that the bridge pier columns remain protected at all times. Placement of new beamguard shall be completed to a point to provide protection for the pier columns before the temporary concrete barrier is removed. Remaining beamguard shall be placed within 24 hours of the temporary concrete barrier being removed.
Roadside Hazard Protection During Construction
Conduct existing beam guard removal in several phases to allow timely installation of temporary barriers. Bridge pier columns and parapets are to remain protected at all times throughout construction. Removal of existing guardrail shall be done concurrently with the placement of the temporary concrete barrier or temporary barrier left in place so that the bridge pier columns/parapets remain protected at all times. Placement of new beamguard shall be completed to a point to provide protection for the pier columns/parapet before the temporary concrete barrier is removed. Railing connecting to structure parapet should be in place before opening the lanes for traffic. Remaining beamguard shall be placed within 24 hours of the temporary concrete barrier being removed.
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