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Perform this work conforming to standard spec 643, and as the plans show, or as the engineer approves, except as follows.
Submit to engineer for approval a detailed traffic control plan for any changes to the proposed traffic control detail as the plans show. Submit this plan ten (10) days before the preconstruction conference.
The turning of traffic control devices when not in use to obscure the message will not be allowed under this contract.
Obtain prior approval from the engineer for the location of egress and ingress for construction vehicles to prosecute the work.
Conduct operations in such a manner that causes the least interference and inconvenience to the free flow of vehicles on the roadways. This includes the following:
Do not park or store any vehicle, piece of equipment, or construction materials on the right of way, unless otherwise specified in the traffic control article or without approval of the engineer.
All construction vehicles and equipment entering or leaving live traffic lanes shall yield to through traffic.
Equip all vehicles and equipment entering or leaving the live traffic lanes with a hazard identification beam (flashing yellow signal) capable of being visible on a sunny day when viewed without the sun directly on or behind the device from a distance of 1000 feet. Activate the beam when merging into or exiting a live traffic lane.
Do not disturb, remove or obliterate any traffic control signs, advisory signs, shoulder delineators or beam guard in place along the traveled roadways without the approval of the engineer. Immediately repair or replace any damage done to the above during the construction operations at contractor expense.
The traffic requirements are subject to change at the direction of the engineer in the event of an emergency.
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