


[bookmark: _Toc167863116][bookmark: _Toc182806082][bookmark: Text59]Adjusting Water Valve Boxes, Item SPV.0060.##
A  Description
This special provision describes adjusting water valve boxes to final pavement elevations the plans show.
B  Materials
[bookmark: Text45][bookmark: Text46]Utilize existing valve boxes where the required extent of adjustment allows. If additional sections are necessary, coordinate with (insert Municipality name) and contact (insert contact name and phone number) to obtain required materials.
C  Construction
Before completion of paving operations, adjust the water valve boxes to match the final proposed grade. Excavate and expose the existing water main valve box to the depth needed to adjust the valve box to grade, add or remove extension(s) as needed, and backfill with base aggregate material conforming to the requirements for the adjacent roadway base course construction.
[bookmark: Text44]Complete adjustments in such a manner to avoid any damage to the water valve boxes. Provide the (insert Municipality name) two working days advance notice before adjusting the valve boxes to finished grade.
D  Measurement
The department will measure Adjusting Water Valve Boxes as a unit of work for each valve box acceptably adjusted.
E  Payment
The department will pay for measured quantities at the contract unit price under the following bid item:
ITEM NUMBER	DESCRIPTION	UNIT
[bookmark: Text377]SPV.0060.##	Adjusting Water Valve Boxes	EACH
Payment is full compensation for adjusting each valve box; excavating as necessary to access the valve box; backfilling; repairing any damage done to the valve box during adjustment; and for adding new sections if necessary.
[bookmark: _GoBack]ner-900-015 (20190718)


	1 of 
